KRONA KOBLENZ

presents

his team of hinges,

the most successful team in the world!

series

KUBICA

model

55 i 4= 2400

PATENTED

Version: ZAMA

Finishing:

Satin chrome “F1”, satin nickel “F2”
For panels: 600/900 mm x 2100 mm
Minimum door thickness: 25 mm
Version: Reversible

Adjustments:
X: Horizontal +3
Y: Depth £1,5
Z: Vertical +3
Capacity:

40 kg (2 hinges)
52 kg (3 hinges)
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34.6+1

Version: ZAMA

Finishing:

Polished chrome, satin chrome “F1”,
satin nickel “F2”, polished gold

For panels: 600/900 mm x 2100 mm
Minimum door thickness: 32 mm
Version: Reversible

Adjustments:

X: Horizontal +3, -2
Y: Depth +1

Z: Vertical 2,5
Capacity:

45 kg (2 hinges)

60 kg (3 hinges)
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series

KUBICA

model

ii PATENTED

111,56

46 14,5

Version: ZAMA

Finishing:

Satin chrome “F1”, satin nickel “F2”,
polished gold

For panels: 600/900 mm x 2100 mm
Minimum door thickness: 40 mm
Version: Right/Left

Adjustments:
X: Horizontal +1
Y: Depth +1

Z: Vertical +1

Capacity:
70-90 kg
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Version: ZAMA

Finishing:

Satin chrome “F1”, satin nickel “F2”
For panels: 600/900 mm x 2100 mm
Minimum door thickness: 40 mm
Version: Reversible

Adjustments:

X: Horizontal +3, -2
Y: Depth +1

Z: Vertical +3

Capacity:
60 kg (3 hinges)

series

KUBICA

model

KubiKuadra

ii PATENTED

Version: ZAMA

Finishing:

Satin chrome “F1”, satin nickel “F2”,
polished gold

For panels: 600/900 mm x 2100 mm
Minimum door thickness: 45 mm
Rebate edge: 10x10 mm

Version: Reversible

Adjustments:

X: Horizontal +3, -2
Y: Depth +1

Z: Vertical +3
Capacity:

45 kg (2 hinges)
60 kg (3 hinges)

series

KUBICA

model

K6900

i' PATENTED

Version: IXEF

Finishing:

Satin chrome “F1”, satin nickel “F2”
For panels: 600/900 mm x 2100 mm
Minimum door thickness: 30 mm
Version: Right/Left

Adjustments:
X: Horizontal +1
Y: Depth =1

Z: Vertical +1

Capacity:
33-40 kg

series

KUBICA

model

iilmwmmm

2175411

Version: ZAMA

Finishing:

Satin chrome “F1”, satin nickel “F2”,
polished gold

For panels: 600/900 mm x 2100 mm

Minimum door thickness:
min. 35 mm - max. 45 mm

Version: Reversible

Adjustments:

X: Horizontal +3, -2
Y: Depth +1
Z:Vertical +3

Capacity:
60 kg (3 hinges)




series

Ku-Bi7

model

H78B88

iilmwmmm

Version: ZAMA

Finishing:

Polished chrome, satin chrome “F1”,
satin nickel “F2”, polished gold, black

For panels: 600/900 mm x 2100 mm
Minimum door thickness: 35 mm

Version: Reversible

Adjustments:
X: Horizontal +2
Y: Depth =1

Z: Vertical +2
Capacity:

40 kg (2 hinges)
50 kg (3 hinges)
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Version: ZAMA
Finishing:

Polished chrome, satin chrome “F1”,
steel effect, satin nickel “F2”, polished gold

For panels: 600/900 mm x 2100 mm
Minimum door thickness: 40 mm
Version: Reversible

Adjustments:

X: Horizontal +3, -2
Y: Depth +1

Z: Vertical +3
Capacity:

80 kg (2 hinges)
100 kg (3 hinges)

series

Ku-Bi/

model

H7Z2BH -§

ii PAT-PENDING

Version: ZAMA ‘
Finishing: ‘
Satin chrome “F1”, steel effect,

satin nickel “F2" ‘ ‘
For panels: 600/900 mm x 2100 mm

Minimum door thickness: 40 mm ‘
Version: Reversible g

Adjustments: ‘ ‘

X: Horizontal +3, -2 | ‘ W ;

Y: Depth =1
Z: Vertical +3 ‘ \
Capacity:

120 kg (2 hinges)
140 kg (3 hinges)
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model
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B PATENTED

15.3

Version: ZAMA

Finishing:

Satin chrome “F1”, satin nickel “F2”
For panels: 600/900 mm x 2100 mm
Minimum door thickness: 40 mm
Version: Reversible

Adjustments:

X: Horizontal +3, -2
Y: Depth =1
Z:Vlertical +3

Capacity:
200 kg (2 hinges)

series

Kubikina

model

ii PATENTED

Version: ZAMA

Finishing:

Satin chrome “F1”, satin nickel “F2”
For panels: 600/900 mm x 2100 mm
Minimum door thickness: 40 mm
Version: Reversible

Adjustments:

X: Horizontal +3, -2

Y: Depth =1

Z: Vertical +3

Self-closing speed: High; Medium; Low

Capacity:
60 kg (3 hinges)

29,8 29,8

Version: ZAMA

Finishing:

Satin chrome “F1”, black
Minimum door thickness: 10 mm
Version: Reversible

Adjustments:

X: Horizontal +1,5
Y: Depth =1
Z:Vertical 1,5

Capacity:

10,5 kg (2 hinges)
14 kg (3 hinges)
19 kg (4 hinges)



